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JUNCTION BOX FOR NETWORK PROTECTOR FIRE PROTECTION RETROFIT
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BILL OF MATERIALS

Quantity Description Size & Details

1 U FRAME 1/4" FB x 2-1/2" x 16". Bend up in to "U" with 5" inside dimension.

1 U FRAME TOP 1/2" FB x 2-1/2" x 5". Drill & tap 3/4" N.P.T. in center. Large end of taper to be
OUTSIDE box when assembled.

1 BACK 5/16" FB x 6" x 6". Drill & tap 4 — 3/8-18 N.P.T. Large end of taper to be
INSIDE box when assembled.

1 FRONT FLANGE | 1/4" Plate x 8" x 8" with 4-3/4" x 5" cutout. Drill 8 - 5/16" holes.

1 FRONT COVER | 1/4" Plate x 8" x 8". Drill 8 — 5/16" holes.

1 GASKET "Cork-prene", Stock No. 727686, 1/8" x 8" x 8". Punch 8 — 5/16" holes.

Box must be waterproof when completed (except for the five tapped holes).
1. Bend U FRAME up in to "U" with 5" inside dimension.
2. U FRAME TOP: Drill & tap 3/4"-14 N.P.T. in center. Large end of taper to be OUTSIDE box when

assembled.
BACK: Drill & tap 4 —3/8"-18 N.P.T. Large end of taper to be INSIDE box when assembled.
Weld U Frame to back and weld U Frame Top to back and to U Frame.
FRONT FLANGE: Make 4-3/4" x 5" cutout. Drill 8 - 5/16" holes. Weld to U Frame & U Frame Top.
FRONT COVER: Drill 8 — 5/16" holes.

Cut GASKET and make 8 — 5/16" holes.
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Exact sequence of operations performed to be determined by Shop Personnel.
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JUNCTION BOX FOR NETWORK PROTECTOR FIRE PROTECTION RETROFIT

COMPLETE ASSEMBLY
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JUNCTION BOX FOR NETWORK PROTECTOR FIRE PROTECTION RETROFIT
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JUNCTION BOX FOR NETWORK PROTECTOR FIRE PROTECTION RETROFIT
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FRONT COVER or GASKET
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